CONSTRUCTION DETALLS
A INSTALL HANDHOLE.

es

INSTALL 3 IN. POLYVINYL CHLORIDE (SCH. 40) ELECTRICAL CONDUIT - TRENCHED.

£
3

INSTALL 4 IN POLYVINYL CHLORIDE (SCH. 400 ELECTRICAL CONDUIT - TRENCHED.

D. INSTALL PEDESTAL POLE WITH POLE-MOUNTED AUXILIARY CABINET WITH ALL NECESSARY EQUIPMENT. (NOTE: ONE 4 IN,, S0-DEGREE SCH, 40 PyC BEND AND ONC
320K AR X 4" THICK CONCRETE PADY [USE FOUR TN, X 40 IN. ANCHOR BOLTSI

E. USE CONDUIT INSTALLED AS PART OF TRAFFIC SIGNAL. REFER TO INDIVIDUAL INTERSECTION PLAN.

F. USE HANDHOLE INSTALLED AS PART OF TRAFFIC SIGNAL. REFER TO INDIVIDUAL INTERSECTION PLAN.
Go INSTALL 12-PAIR JELLY-FILLED TELEMETRY INTERCONNECT CABLL,

H. USE CONTROLLER/CABINET INSTALLED AS PART OF TRAFFIC SIGNAL. REFER TO INDIVIDUAL INTERSECTION PLAN.
4. NOT USED. Ay

K. USE EXISTING HANDHOLE. CONNECT NEW 3 IN.PYC (SCH. 400 CONDUIT, PULL BACK EXISTING INTERCONNECT CABLE AND RE- "’QL
WEST OF DOBBIN ROAD, IN THE NEW CONDUIT. RESET FRAME AND INSTALL CONCRTETE COLLAR. (NOTE: COH EXTRA CABLE W

L. RE-ROUTE EXISTING INTERCONNECT CABLE.
M. REMOVE EXISTING HANDHOLE.
N. CAP AND ABANDON EXISTING CONDUIT.

0. EXISTING CONDUIT AND INTERCONNECT CABLE TO REMAN,

F. EXISTING HANDHOLE TG REMAIN.

Q. USE EXISTING HANDHOLE. CONNECT NEW 3 IN.PVC (SCH. 400 CONDUIT, PULL BACK EXISTING INTERCONNECT CABLE AND RE-ROUTL THE
EAST OF DOBBIN ROAD, IN THE NEW CONDUIT. RESET FRAME AND INSTALL CONCRTETE COLLAR. (NOTE: COL EXTRA CABLE I r*ﬁN"?ﬁ{“%,Eis
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£a

SRR
URE UsE

MR

R. INSTALL 3 IN, POLYVINYL CHLORIDE (SCH. 80) ELECTRICAL CONDUT - BORED.

S. USE EXISTING CONDUIT. EXG T |

1

T. USE EXISTING HANDHOLE.
L, STRANDED BARE COPPER GROUND WIRE (NO.& AW.G.

V. USE EXISITNG HANDHOLE. PULL BACK EXISTING INTERCONNECT CABLE, THEN - Lo
RE-INSTALL T TO THE NEW CONTROLLER/CABINET AT THE MD 175/DOBBIN ROAD o) _ 75 SR R
INTERSECTION IN THE EXISTING AND PROPOSED CONDUIT. RESET FRAME AND ) o oy P
INSTALL CONCRETE COLLAR. (NOTE: COL EXTRA CABLE N HANDHOLE FOR FUTURE USE) o B AT
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[} THIS IS A REVISION TO SHEET 9A OF 20 FROM SHA CONTRACT HO-T36-501-785. fe
(2) AL CONDUIT SHALL BE INSTALLED 5 FEET FROM THE EDGE OF SHOULDER UNLESS SHOWN :
OR DIRECTED OTHERWISE.
3} FOR INFORMATION ON THE MD 175 AND DOBBIN ROAD INTERSECTION, SEE PLAN SHEET NQ. TS 1396E,
v
LOG MILE NO. 13017504.18.
(4) FOR INFORMATION ON THE DOBBIN ROAD AND DOBBIN CENTER WAY INTERSECTION, CONTACT
HOWARD COUNTY - TRAEFIC DIVISION.
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